CONTRACT C WORKSHEET

PRON M131F601M 1 AMC1 AMSC G ATCFTLO3
TDP 12591486 TDPL DATE 11/19/02
NSN 5360013417432 NOMENCLATURE SPRING,HELICAL,COMP

ENGINEERING EXCEPTIONS: The following engineering changes apply to this
procurement action(s):

Drawing 12591486,
Add to zone A-4

LIMITED RIGHTS LEGEND
The U.S. Government has rights to release this drawing to its contractors
located within the United States and its Territories for government use
and manufacture only pursuant to the conditionsin License Agreement No.
DAAAQ9-85-H-WO001 between Royal Ordnance plc, London, England, and the
United States Government, Department of the Army, dated 25 April 1985.
Any reproductions of technical data or portions thereof marked with this
legend must also reproduce this legend.

Change From: DISTRIBUTION STATEMENT B.

Distribution authorized to U.S. Government agencies only

(in accordance with the terms of the US-UK license

agreement) (85-04-25). Other requests to commander, ARDEC, Attn.
SMCAR-FSS-DA, Picatinny Arsenal, NJ 07806-5000

Change To: DISTRIBUTION STATEMENT C.

Distribution limited to U.S. Government agencies and their domestic U.S.
contractors that will execute nondisclosure agreements pursuant to license
agreement DAAA09-85-H-WO001 between Royal Ordnance plc, and the United
States Army; (Specific Authority: 18 USC 1905), (25 April 1985).

Drawing #7309998 - General Data Governing Protective Finish
(Springs)

Change note (1) from:

(1) Black Oxide Coating, Class 1, Spec. MIL-C-13924.

To: (1) Black Oxide Coating, Class 1, per MIL-DTL-13924.



Change note (2) from:

Following the chromic acid dip, springs shall be thoroughly dried and
coated with lubricating oil, preservative, general purpose, spec
MIL-L-3150.

To: (2) Following the chromic acid dip, springs shall be thoroughly dried
and coated with lubricating oil, preservative, general purpose, per
MIL-PRF-3150.

Remove MIL-C-13924 & MIL-L-3150 from Spec Summary (Ref) block.
Replace with MIL-DTL-13924 & MIL-PRF-3150.



